
Tubular Cable Lugs - CBS
Bi-Metallic CABLE LUGS – Cu/AL – DIN 46329

Features

Bi-Metallic Cable lugs – Cu/AL – DIN 46329

Suitable for Aluminium Conductors as per

Bimetallic lugs are made from high quality Aluminium and Copperwith

Barrier joined together by friction welding process. Aluminium barrel is

filled with non oxide inhibiting compound and sealed with cap. Palm is

with solid ETP copper

Technical Data

Aluminium – 99.5% Pure

Copper – ETP grade AI conductivity – 60%IACS

Jointing Method – Friction Welding Cu.Conductivity – 97% IACS

Operating Temperature  – 40° to 100°C

Application

Industrial application for Transition joints High/Low Voltage.

Switch gears and grounding systems.

EAN No: Cable / Stud Hole  Dimension in mm Dies type 

mm²mm² / mm (E) / mm (E) A / C D / B J / F as pr. DIN 48083

5710190083015

5710190083022

5710190083053

5710190083060

5710190083077

5710190083091

5710190083107

5710190083114

5710190083138

5710190083145

5710190083152

5710190083183

5710190083190

5710190083237

5710190083244

5710190083251

5710190083275

5710190083282

5710190083299

5710190083305

5710190083312

5710190083329

5710190083343

5710190083350

5710190083367

5710190083374

16mm² / M8

16mm² / M10

25mm² / M8

25mm² / M10

25mm² / M12

35mm² / M8

35mm² / M10

35mm² / M12

50mm² / M8

50mm² / M10

50mm² / M12

70mm² / M10

70mm² / M12

95mm² / M10

95mm² / M12

95mm² / M16

120mm² / M12

120mm² / M16

150mm² / M10

150mm² / M12

150mm² / M16

150mm² / M20

185mm² / M10

185mm² / M12

185mm² / M16

185mm² / M20

6 / 12

6 / 12

6.8 / 16

6.8 / 16

6.8 / 16

8 / 16

8 / 16

8 / 16

9.8 / 20

9.8 / 20

9.8 / 20

11.2 / 20

11.2 / 20

13.2 / 22

13.2 / 22

13.2 / 22

14.7 / 22

14.7 / 22

16.3 / 25

16.3 / 25

16.3 / 25

16.3 / 25

18.3 / 30

18.3 / 30

18.3 / 30

18.3 / 30

21 / 43

21 / 43

21 / 43

21 / 43

21 / 43

21 / 43

21 / 43

21 / 43

25 / 43

25 / 43

25 / 43

25 / 43

25 / 43

25 / 56

25 / 56

25 / 56

25 / 56

25 / 56

30 / 60

30 / 60

30 / 60

30 / 60

30 / 60

30 / 60

30 / 60

30 / 60

85 / 4

85 / 4

85 / 4

85 / 4

85 / 4

85 / 4

85 / 4

85 / 4

90 / 5

90 / 5

90 / 5

90 / 5

90 / 5

100 / 5

100 / 5

100 / 5

100 / 5

100 / 5

115 / 6.0

115 / 6.0

115 / 6.0

115 / 6.0

115 / 6.0

115 / 6.0

115 / 6.0

115 / 6.0

K12

K12

K16

K16

K16

K16

K16

K16

K20

K20

K20

K20

K20

K22

K22

K22

K22

K22

K25

K25

K25

K25

K30

K30

K30

K30
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Tubular Cable Lugs - CBS
Bi-Metallic CABLE LUGS – Cu/AL – DIN 46329

EAN No: Cable / Stud Hole  Dimension in mm Dies type 

mm² / mm (E) A / C D / B J / F as pr. DIN 48083

5710190083381

5710190083398

5710190083404

5710190083411

5710190083435

5710190083442

5710190083459

5710190083466

5710190083473

5710190083497

5710190083503

5710190083527

5710190083534

CBS 630XX

5710190083565

CBS 800XX

CBS 1000XX

240mm² / M10

240mm² / M12

240mm² / M16

240mm² / M20

300mm² / M12

300mm² / M16

300mm² / M20

400mm² / M12

400mm² / M16

500mm² / M16

500mm² / M16

630mm² / M16

630mm² / M16

630mm² / xx

800mm² / M16

800mm² / xx

1000mm² / xx

21 / 32

21 / 32

21 / 32

21 / 32

23.3 / 34

23.3 / 34

23.3 / 34

26 / 38.5

26 / 38.5

29.1 / 47

29.1 / 47

32.5 / 47

32.5 / 47

32.5 / 47

37.5 / 58

37.5 / 58

42 / 58

35 / 70

35 / 70

35 / 70

35 / 70

35 / 73

35 / 73

35 / 73

35 / 73

35 / 73

50 / 94

60×60 / 94

50 / 94

60×60 / 94

60×60 / 94

80×80 / 120

80×80 / 120

80×80 / 120

130 / 7.0

130 / 7.0

130 / 7.0

130 / 7.0

146 / 7.0

146 / 7.0

146 / 7.0

146 / 7.0

146 / 7.0

190 / 10

200 / 10

190 / 10

200 / 10

200 / 10

260 / 10

260 / 10

260 / 10

K32

K32

K32

K32

K34

K34

K34

K38

K38

K46

K46

K46

K46

K46

K58

K58

K58
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