
Testboy 73

Indication Colour display

Measurement Only on metallic supports

Measuring range 0 – 2000 µm / ±2 µm, ±3 %

0 – 80 mil / ±0,1 mil, ±3 %

Measuring range µm and mil

Smallest measuring area Ø 7 mm

Smallest radius of curvature 
(Convex)

Fe: 1,5 mm

NFe: 3 mm

Smallest thickness of the
carrier material

Fe: 0,7 mm

NFe: 0,7 mm

Measured value memory 20 values

Measurement verification Yes, with the help of the supplied plates

Auto power off Yes

Standard IEC/EN 61010-1 (DIN VDE 0411)

Dimensions 95 x 50 x 30 mm

Weight 50 g

Power supply 2 x AAA, LR03, 1,5 V

Scope of delivery Standby bag and test equipment

With a combination probe, the coating thickness gauge Testboy 73 reliably measures
reliably measures all insulating layers on magnetic and non-magnetic metallic
metallic substrates. Switching takes place automatically. The check can be
verified by the test foils supplied. The integrated measured value
stores the last ten measured values. The switchable orientation of the display
display, measurements are possible even under uncomfortable conditions.

Your benefits
> Combination probe for magnetic and non 

magnetic metallic substrates
> Measured value memory
> Switchable orientation of the display

Specifications

TESTBOY 73
Coating thickness gauge 
with combination probe
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